Instructions:
1. Print on US letter sized paper.
2. Cut out each part of the ruler.
3. Attach each piece as indicated.
4. For additional durability, cover the ruler with clear tape.
5. Measure the ruler against a centimeter ruler to ensure correct sizing.
Instructions:
1. Print on US letter sized paper.
2. Cut out each part of the ruler.
3. Attach each piece as indicated.
4. For additional durability, cover the ruler with clear tape.
5. Measure the ruler against a centimeter ruler to ensure correct sizing.
Instructions:
1. Print on US letter sized paper.
2. Cut out each part of the ruler.
3. Attach each piece as indicated.
4. For additional durability, cover the ruler with clear tape.
5. Measure the ruler against a centimeter ruler to ensure correct sizing.
Instructions:
1. Print on A4 sized paper.
2. Cut out each part of the ruler.
3. Attach each piece as indicated.
4. For additional durability, cover the ruler with clear tape.
5. Measure the ruler against a centimeter ruler to ensure correct sizing.
Instructions:
1. Print on A4 sized paper.
2. Cut out each part of the ruler
3. Attach each piece as indicated.
4. For additional durability, cover the ruler with clear tape.
5. Measure the ruler against a centimeter ruler to ensure correct sizing.
Instructions:
1. Print on A4 sized paper.
2. Cut out each part of the ruler
3. Attach each piece as indicated.
4. For additional durability, cover the ruler with clear tape.
5. Measure the ruler against a centimeter ruler to ensure correct sizing.

http://endmyopia.org